
Part NO. Description

H3 12V
H3 24V
H3 12V
H3 24V

Flood
Flood
Spot
Spot

NS-1115F-12
NS-1115F-24
NS-1115S-12
NS-1115S-24
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NS-1114 Square Flood beam work lamp

Part NO.     
NS-1114F-12
NS-1114F-24

Description      
Flood
Flood

H3 12V
H3 24V

Part NO.     
NS-1113F-12
NS-1113S-12

Description      
Flood
Spot

H3 12V
H3 12V

Flood
Flood

Spot

Spot
93

.3
m

m

193mm

87
.5

m
m

Flood

Flood

Spot

Spot

NS-1113 Square Flood or Spot beam compact work lamp
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, zinc-yellow
。 Prewired with 12 inch wire leads
。 Easy bulb replacement
。 Halogen bulb: H3 12V 55W

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, zinc-plated
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

NS-1115 Rectangular Flood or Spot beam work lamp
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, zinc-plated
。 Side mounted
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

128.8mm

176.2m
m

158.5m
m

92mm 83mm

111m
m
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NS-1116 Round Flood or Spot  beam Halogen work lamp

Part NO. Description

H3
H3
H3
H3

12V
24V
12V
24V

Flood
Flood
Spot
Spot

NS-1116F-12
NS-1116F-24
NS-1116S-12
NS-1116S-24

NS-1174 Rectangular Flood beam work lamp

Part NO.     
NS-1174F-12

Description      
Flood        H3 12V

Flood

Spot

Flood
Spot

Part NO.     
NS-1168F-12

Description      
Flood        H3 12V

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Angle adjustment: 10 up and down
。 Pedestal mount
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

NS-1168 Oval Flood beam work lamp
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, black
。 Halogen bulb: H3 12V 55W

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, zinc-yellow
。 With plastic stone guard
。 Halogen bulb: H3 12V 55W

190.8mm 159.4mm

23
8.

8m
m

175mm 77.3mm

13
0.

7m
m

145mm 78mm

79
.5

m
m
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NS-1188 Rectangular Flood beam work lamp

Part NO.     
NS-1188F-12

Description      
Flood        H3 12V

164mm 79.3mm

91
m

m

Spot

Part NO.     
NS-1183F-12
NS-1183F-24
NS-1183S-12
NS-1183S-24

Description      
Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

188mm 108.5mm

150m
m

Flood
Flood

Spot

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, black
。 Halogen bulb: H3 12V 55W

NS-1183 Rectangular Flood or Spot beam work lamp
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

167mm 71mm

11
5m

m

13
7.

5m
m

NS-1198 Rectangular Flood beam work lamp
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Steel mounting bracket, zinc-yellow
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

Part NO. Description

NS-1198F-12 
NS-1198F-24

Flood
Flood

H3 12V
H3 24V
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NS-1517 Rectangular Flood beam work lamp

NS-2502 Oval Double beam work lamp

Part NO. Description
NS-1517F-12 Flood H3 12V

Part NO.
NS-2502F-12
NS-2502F-24
NS-2502S-12
NS-2502S-24

Description
Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Flood

Spot

Flood

Spot

Flood

Flood

Spot

Spot

。 Reinforced metal housing
。 Metal reflector
。 Steel mounting bracket, black
。 Halogen bulb: H3 12V 55W

。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Stainless steel mounting bracket
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request
                   Steel mounting bracket, zinc-yellow
                 available upon request

NS-2501 Oval Single beam work lamp
。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Stainless steel mounting bracket
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request
                   Steel mounting bracket, zinc-yellow
                 available upon request

Part NO.
NS-2501F-12
NS-2501F-24
NS-2501S-12
NS-2501S-24

Description
Flood 
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

120mm

55
mm

55mm

167.8mm
71.6mm

11
6.

5m
m

167.8mm
71.6mm

11
6.

5m
m
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Part NO.

NS-2509F-12
NS-2509F-24
NS-2509S-12
NS-2509S-24

Description

Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

167.8mm 69.9mm

10
3.

9m
m

Flood
Spot

Flood

Spot

Flood

Flood

Spot

Spot

Flood

Spot

NS-2509 Oval Single beam work lamp
。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector 
。 Flush mount 
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

NS-2507 Square Flood or Spot beam work lamp

NS-2508 Rectangular Double beam work lamp

Part NO. Description

NS-2507F-12
NS-2507F-24
NS-2507S-12
NS-2507S-24

Flood 
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Part NO. Description
NS-2508F-12
NS-2508F-24
NS-2508S-12
NS-2508S-24

Flood 
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Flood

Spot

。 IP66 compliant
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Stainless steel mounting bracket
。 Pedestal mount
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Stainless steel mounting bracket
。 Prewired with 12 inch wire leads
。 Halogen bulbs: H3 12V 55W
。 Options: H3 24V 70W available upon request
                   Steel mounting bracket, zinc-yellow
                available upon request

pot

127.6mm

14
7m

m

159mm 109.2mm

14
9m

m

12
0.

5m
m

TOP
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NS-2510 Oval Double beam work lamp

NS-2512 Oval Double beam work lamp

Part NO.

NS-2510F-12
NS-2510F-24
NS-2510S-12
NS-2510S-24

Description

Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Part NO.

NS-2512F-12
NS-2512F-24
NS-2512S-12
NS-2512S-24

Description

Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Flood

Spot

Flood

Spot

Flood
Spot

Part NO.

NS-2511F-12
NS-2511F-24
NS-2511S-12
NS-2511S-24

Description

Flood
Flood
Spot
Spot 

H3 12V
H3 24V
H3 12V
H3 24V

Flood

Spot

Flood

Spot

Flood

Spot

。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Flush mount 
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

NS-2511 Oval Single beam work lamp
。 IP66 compliant
。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Stainless steel mounting bracket
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request
                   Steel mounting bracket, zinc-yellow
                available upon request

。 IP66 compliant
。 Fiber reinforced hi-impact plastic housing and frame
。 Aluminum reflector
。 Stainless steel mounting bracket
。 Prewired with 12 inch wire leads
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request
                   Steel mounting bracket, zinc-yellow
                 available upon request

167.8mm 69.9mm

10
3.

9m
m

167.8mm

11
6.

6m
m

83mm

167.8mm

11
6.

5m
m

83mm
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Flood

Flood

Spot

Spot

Part NO.

NS-2525F-12
NS-2525F-24
NS-2525S-12
NS-2525S-24

Description

Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Part NO.

NS-2526F-12
NS-2526F-24
NS-2526S-12
NS-2526S-24

Description

Flood
Flood
Spot
Spot

H3 12V
H3 24V
H3 12V
H3 24V

Flood

Spot

Spot

Flood

。 IP66 compliant
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Fit 2 pin AMP connector or equivalent
。 Steel mounting bracket, zinc-yellow
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request  

NS-2525 Square Flood or Spot beam work lamp

。 IP66 compliant
。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Fly lead wire
。 Steel mounting bracket, zinc-yellow
。 Halogen bulb: H3 12V 55W
。 Options: H3 24V 70W available upon request

NS-2526 Square Flood or Spot beam work lamp

。 Plastic housing
。 With spiral cord and universal plug fit to
   cigarette lighter
。 Casing color: black/white
。 Crystal glass lens
。 Halogen bulb: H3 12V 55W

NS-001 Hand Search lamp

130mm
107mm

23
0m
m

100mm
17
1.
6m
m

88.6mm

10
0m
m

78.4mm

10
0m
m

100mm

17
1.
6m
m
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。 EMI and IP67 compliant
。 Aluminum housing as heatsink
。 ABS reflector 
。 Polycarbonate lens
。 Steel mounting bracket, zinc-yellow
。 Prewired with 12 inch wire leads
。 Light source: LED 3W x 7 pcs
。 Options: Stainless steel bracket available upon request
。 Multivolt(9-33DC) suitable for 12V and 24V vehicle

NS-2521 LED Oval Spot beam work lamp

135mm 72mm

80
m

m

99
m

m
15

7.
7m

m

。 EMI and IP67 compliant
。 Aluminum housing as heatsink
。 ABS reflector 
。 Crystal glass lens
。 Steel mounting bracket, black
。 Prewired with 12 inch wire leads
。 Light source: LED 3W x 5 pcs
。 Multivolt(9-33DC) suitable for 12V and 24V vehicle

NS-2522 LED Square Spot beam compact work lamp

97.6mm 70.4mm

97
.8

m
m

。 EMI and IP67 compliant
。 Aluminum housing as heatsink
。 ABS reflector 
。 Polycarbonate lens
。 Steel mounting bracket, zinc-yellow
。 Prewired with 12 inch wire leads
。 Light source: LED 3W x 6 pcs
。 Options: Stainless steel bracket available upon request
。 Multivolt(9-33DC) suitable for 12V and 24V vehicle

NS-2520 LED Oval Flood beam work lamp

80
m

m

72mm135mm

99
m

m
15

7.
7m

m
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NS-1112 Square Flood or Spot beam HID Xenon work lamp

Flood

Spot

Flood

Spot

Part NO.     
NS-1112F-12
NS-1112F-24
NS-1112S-12
NS-1112S-24

Description      
Flood
Flood
Spot
Spot

HID
HID
HID
HID

12V
24V
12V
24V

147.4mm 158.3mm

20
3.

2m
m

NS-1116 Round Flood or Spot  beam HID Xenon work lamp

Part NO.     
NS-1116F-12
NS-1116F-24
NS-1116S-12
NS-1116S-24

Description      
Flood
Flood
Spot
Spot

HID
HID
HID
HID

12V
24V
12V
24V 

Flood

Flood

Spot

Spot

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Stainless steel bracket
。 Top mounted handle
。 Pedestal mount
。 Fitted with ON/OFF rocker switch
。 Prewired with 12 inch heavy duty 
   wire leads with cable sheath
。 Wide square beam output
。 HID Xenon bulb: D1S 12V 35W
。 Options: D1S 24V 35W available upon request

。 Fiber reinforced hi-impact plastic housing
。 Metal reflector
。 Angle adjustment: 10 up and down
。 Pedestal mount
。 Prewired with 12 inch wire leads
。 HID Xenon bulb: D1S 12V 35W
。 Options: D1S 24V 35W available upon request

190.8mm 159.4mm

23
8.

8m
m
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NS-2514 Square Flood or Spot beam HID Xenon
compact work lamp

Flood

Flood

Spot

Spot

Flood

Spot
Flood

Spot

Part NO.

NS-2514F-12
NS-2514F-24
NS-2514S-12
NS-2514S-24

Description

Flood
Flood
Spot
Spot

HID 12V
HID 24V
HID 12V
HID 24V

NS-2503 Oval Flood or Spot beam HID Xenon
compact work lamp 。 Fiber reinforced hi-impact plastic housing and frame

。 Aluminum reflector
。 Stainless steel mounting bracket
。 Pendant or pedestal mounting
。 Ballast integrated into housing
。 Prewired with 20 inch cable
。 HID Xenon bulb: D1S 12V 35W 
。 Options: D1S 24V 35W available upon request

。 Fiber reinforced hi-impact plastic housing and frame
。 Metal reflector for extreme output
。 Stainless steel mounting bracket
。 Pedestal mount
。 Bulb replaceable from the front or back 
。 Ballast built into the housing
。 Shock-resistant rubber absorber
。 Prewired with 12 inch wire leads
。 HID Xenon bulb: D1S 12V 35W
。 Options: D1S 24V 35W available upon request

Part NO.

NS-2503F-12
NS-2503F-24
NS-2503S-12
NS-2503S-24

Description

Flood
Flood
Spot
Spot

HID 12V
HID 24V
HID 12V
HID 24V

167.3mm

205.4m
m

177.4m
m

121.5mm

135.2mm

13
4.

6m
m

19
7.

2m
m

37
.6m

m

161.1mm
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NS-4W MARINE LAMP

Part NO. Housing color Lens color
NS-4W-C White Clear

。 Hi-impact plastic housing
。 UV-resistant white finish
。 Free-form reflector
。 Crystal glass lens
。 Stainless steel mounting bracket
。 Halogen bulb: H3 12V 55W

NS-9W MARINE LAMP

Part NO. Housing color Lens color
NS-9W-C White Clear

。 Hi-impact plastic housing
。 UV-resistant white finish
。 Free-form reflector
。 Crystal glass lens
。 Stainless steel mounting bracket
。 Halogen bulb: H3 12V 55W

Part NO. Housing color Lens color
NS-90W-C White Clear

97mm

50
m

m
61

.5
m

m

77.8mm

NS-90W MARINE LAMP
。 Hi-impact plastic housing
。 UV-resistant white finish
。 Free-form reflector
。 Crystal glass lens
。 Stainless steel mounting bracket
。 Halogen bulb: H3 12V 55W

61.8mm

82.4mm

70
.7

m
m

67.2mm126mm

65
.4

m
m



Wire length: Maximum 2.2M
Part NO. 181990033-1

Mounting hole diameter: 10.5mm
Part NO. 1060000510

Steel Bracket

Mounting hole diameter: 10.5mm
Part NO. 1060000520

Stainless Steel Bracket

Mounting hole diameter: 10mm
Part NO. 181111261

Magnetic Base Assembly
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Cigarette Lighter Plug  And Spiral Lead



H3 12V 55W
Part NO. 11503021

H3 24V 70W
Part NO. 11503011

Halogen Bulb

D1S 12V 35W
Part NO. 11511015

D1S 24V 35W
Part NO. 11511014

OSRAM HID Ballast

Part NO. 11511028

OSRAM HID Bulb

ACCESSORIES
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